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DOCUMENT UPDATES

Changes in the application program:

[1.2] a 9 Heartbeat functionality added.

I Optimisation of the inputs, thermostat and motion
detector.

Changes in the application programme:

1 Optimisation of the start-up process.

1.1] a -
(L1l 1 Minor optimisation in character representations.
I Update of the motion detector function.
http://www.zennio.com Technical Supportittp://support.zennio.com
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1 INTRODUCTION

1.1 TMD-DISPLAY VIEW

TMD-Display View is an evolution of TMD-Display One, the KNX multifunction

capacitive touch switch with graphical display from Zennio.

TMD-Display View provides eight capacitive buttons aligned in 2 columns of 4
buttons each, LEDs to indicate user presses or states, and a wide display on the top

of the front panel, as in ZAS and Roll-ZAS from Zennio.

TMD-Display View is a fully customisable solution for the room control, including
hotel rooms, offices or any other environment where the user needs to control climate

systems, lighting, blinds, scenes, etc.

The versatility of the above functions is enhanced by the built-in analogue/digital
inputs, the internal temperature sensor and the thermostat function, as well as an
elegant and fully customisable design of the front glass 7 customers can choose
their button icons, texts and colours and even personalise the background with their

pictures, logos, etc.

Moreover, the display offers the possibility to show useful information to the user about
the control states and object values, being possible to configure up to 4 different
pages. Unlike those in TMD-Display One, the capacitive buttons and the display in
TMD-Display View can perform different functions depending on the page selected,

thus providing the user a versatile interface with multitude of controls available.
The most outstanding features of TMD-Display View are:

& 1. dacklit display with a resolution of 128x64 pixels.

«® Fully customisable design of the front glass.

«® 8 touch buttons which can operate as individual or pair controls.

« Up to 4 different pages available.

< Light indicator (LED) for every button, the state of which (on or off) can

depend on different factors according to t

http://www.zennio.com Technical Supportittp://support.zennio.com
5


http://www.zennio.com/
http://support.zennio.com/

*Zennio

TMD-Display View

Buzzer for an audible acknowledgement of user actions (with the possibility

of disabling it either by parameter or by object).

Possibility of locking / unlocking the touch panel through binary orders or
scenes, and of setting a timed/automatic locking of the device (cleaning

function).

Welcome greeting on the display and Welcome Back object (binary or

scene).

Central touch area which allows browsing through the configured pages or

confirming certain actions.

Screensaver function.

Two analogue/digital inputs (temperature probes, additional switches, etc.).
Thermostat function.

Built-in temperature sensor.

Motion detection function, by connecting the corresponding accessory.

Heartbeator per i oaliicawéo Aisatilflicati on.

Figure 1 TMD-Display View.
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1.2 INSTALLATION

Figure 2 TMD-Display View. Installation Process.

To install the device, it is first necessary to mount the metallic plate into a square/round
standard appliance box through the suitable screws. Next, TMD-Display View is
connected to the KNX bus through the corresponding terminal on the rear side of the
device, and then the input terminal is as well connected to the rear of the device.

Once the input terminal and the KNX terminal are connected, the device can be easily
mounted on the metallic plate by the action of the built-in magnets. After that, it is
necessary to slide it downwards to fix it through the security anchorage system.

Finally, it is advisable to check that the device is properly installed, and that only its
profile becomes visible from above, from below and from both sides (the metallic plate
should be completely hidden).

This device does not need any external supply, as it is powered through the KNX bus.

Temperature Sensor.
KNX Bus Connector.
Analogue/Digital Inputs.
Test/Prog. Button.
Test/Prog. LED.
Magnet.

Display.

Status LED.

. Main touch area.

0. Central Touch Area.

BO®ONDUOA~MODNRE

Figure 3 Element diagram.

http://www.zennio.com Technical Supportittp://support.zennio.com
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The programming button (4) can be pressed with the help of a thin screw to set the
device into the Programming Mode. After a short press, the programming LED (5) will
light in red. Note that if this button is held while plugging the device into the KNX bus,
the device will enter the Safe Mode. The LED will then blink in red.

Note: whenever the device recovers the bus power, an immediate self-calibration
process of the touch panel takes place. Please ensure to avoid touching the front glass
while powering the device. If undesired effects arise during normal use, please
disconnect the device from the bus and connect it again, making sure that the front

glass is not touched during this process.

For detailed information about the technical features of the device and for safety
instructions and on the installation process, please refer to the Datasheet bundled with

the original packaging of the device and also available at www.zennio.com.

http://www.zennio.com Technical Supportittp://support.zennio.com
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2 CONFIGURATION

2.1 DEFAULTONFIGURATION

To make the device perform the desired functions, several options need to be
parameterised related to its general behaviour (screensaver, sounds, LEDs and
display brightness levels, lock procedure of the touch panel, welcome back object,

etc.).

Some of the above options are common to other Zennio devices such as Touch-
MyDesign, Roll-ZAS or Z41, while others are specific for TMD-Display View.

On the other hand, TMD-Display View features two opto-coupled inputs, each of which
may be independently configured as a switch/sensor, a push-button or a
temperature probe or motion detector, so that external accessories can be

connected to the device.

In the particular case of an external temperature probe (such as model ZN1AC-NTC68
from Zennio), it will be possible to use it with independence of the built-in temperature
sensor of the device, which implements its own communication objects and can be

enabled and disabled in parameters.

ETS PARAMETERISATION

GEMERAL
PAGES
PAGE1

Figure 4 General.

After importing the corresponding database in ETS and adding the device into the
topology of the project, the configuration process begins by right-clicking into the

device and selecting Edit parameters.
This will bring the window shown in Figure 4, which contains the following tabs:

«® General: contains the parameters that define the general behaviour of the
device and that enable/disable additional features such as the thermostat or

the external inputs. See section 2.2 for details.

http://www.zennio.com Technical Supportittp://support.zennio.com
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«® Pages: contains the parameters for enabling/disabling the different control
pages and some general parameters related to the touch buttons and the
navigation control. See section 2.3 for details.

«® Page 1: contains the parameters for enabling/disabling the controls contained

in page 1 (enabled by default). See section 2.4 for details.
Depending on the configuration, other tabs may show in the tab tree on the left.

These tabs will be explained in the next sections.

http://www.zennio.com Technical Supportittp://support.zennio.com
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2.2 GENERAL

As shown in Figure 5, the fGenerald tab only contains one sub-tab by default:
fConfigurationa However, it may include other tabs depending on the parameterisation.

2.2.1 CONFIGURATION

4 GENERAL INPUTS H
CONFIGURATION
T THERMOSTAT [l
PAGE 1 Heartbeat (Periodical Alive Notification) =l
Internal Temperature Sensor ]
Screensaver ]
LEDs and Display Configuration [Default - |
Sounds [Default - |
Touch Locking ]
Welcome Back Object [
Saved Scene Label Saved
Hide Explanation Texts (Like the One Below) =l
Example of explanation text

Figure 5. General - Configuration
This tab shows the following parameters:

«® Inputs: enables or disables the finputsotab in the tree on the left, depending
on whether the device will or will not be connected any external accessories.

See section 2.6 for details.

# Thermostat: enables or disables the fiThermostatdtab in the tree on the left.

See section 2.7 for details.

«® Heartbeat (Periodical Alive Notification): this parameter lets the integrator
incorporate aone-bit object {dHethébpro]jeObjogpdt t o ¢
t hat wi || be sent p eto riotifydtihat thel dewce isvstil h v al ue

working (still alive).

Note: The first sending after download or bus failure takes place with a delay
of up to 255 seconds, to prevent bus overload. The following sendings match

the period set.

http://www.zennio.com Technical Supportittp://support.zennio.com
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Heartbeat (Periodical Alive Motification) o
Period 1 E:
min - |

Figure 6. Heartbeat (Periodical Alive Notification).

« Internal temperature sensor: enables or disables the fiTemperature Sensoro

tab in the tree on the left. See section 2.2.2 for details.

® Screensaver: enables or disables the fScreensavero tab in the tree on the

left. See section 2.2.3 for details.

«® LEDs and Display config.: sets whether the LEDs and display should make
use of the preedef i ned br i g hDefauts)s drev e-Hefined( fus er
conf i guCustdmdodn (i

U mMefaultat he LEDs will remain off while in t
maximumlight | evel whi | @&hedisplaytcongastiepehidsetst at e .
to 7.

U0 ACustoma a specific tab will be included in the tab tree on the left so the
integrator can set the desired | ight | ev e
whether to use the Night Mode or not. The display contrast level will also

be configurable.
See section 2.2.4 for details.

«# Sounds: sets whether the sound functions (button beeps, alarm and
doorbell) should work accordingtothe pre-d e f i ned ¢ o Défauouyr aotri on (
toauserrdef i ned c o rCostomau)r.atS eal.2Hdbc details. n

«® Touch Locking: enables or disables the fiTouch Lockingdtab in the tree on

the left. See section 2.2.6 for details.

«# Welcome Back Object: enables or disables the fAWelc

tree on the left. See section 2.2.7 for details.

« Saved Scene Label: textbox to enter the string displayed when a scene is

being saved.

http://www.zennio.com Technical Supportittp://support.zennio.com
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«® Hide explanation texts: displays or hides the explanation texts on the top of
the parameter screen of some functions. Experienced users may prefer to

hide these texts to have simpler parameter screens.
The project topology shows the following objects by default:
«® [General] Time of day: object for updating the time shown on the display.

Important: the time of day must be set through the bus by means of an
external reference. Note that in the absence of power, the clock will get

outdated.

« [General] Scene: Receive and [General] Scene: Send: objects for
respectively receiving and sending scene values from/to the KNX bus
whenever it is necessary (e.g., when the user touches a button that has been

configured to send scene commands; see section 2.4.3 and section 2.4.4).

2.2.2 TEMPERATURE SENSOR

TMD-Display View is equipped with one internal temperature probe which can
monitor the ambient temperature of the room, thus making the device capable of
reporting it to the KNX bus and of triggering certain actions when the temperature
reaches specific values.

Pl ease refer t o tTemperatpre 8andordoc (mavrean théaThiD-e

Display View section at the Zennio homepage, www.zennio.com) for detailed

information about the functionality and the configuration of the related parameters.

2.2.3 SCREENSAVER

The screensaver is a special page that will only be shown after a period of inactivity,
configurable by parameter.

It is possible to configure the screensaver to only show the current Time, the current
Temperature (selecting the desired measurement source: the internal temperature

sensor or an external value) or both (alternating every five seconds).
Notes:

«® The temperature shown will be truncated to the range [-99°C, 199°C].

http://www.zennio.com Technical Supportittp://support.zennio.com
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«® The time of day must be set through the bus by an external reference. Note

that in the absence of power the clock will get outdated.

The screensaver disappears when any button is touched. It can be set by parameter
whether, while the screensaver is active, this press should simply cause the
screensaver interruption or, moreover iapart from hiding the screensaveri, the

execution of the action corresponding to the pressed button.

ETS PARAMETERISATION

This screen is divided into three parts: Activation, Content and Exit, containing the

following parameters:

4  GEMERAL

ACTIVATION
COMFIGURATION
5 The screensaver appears automatically after a timeout since last button touch
creensaver
PAGES Activation Timeout 10 %I
PAGE 1
min v |

CONTENT
Time of Day

Temperature

EXIT
‘When any button is touched, the screensaver disapears

Run Button Action on Screensaver Exit?

Figure 7 General i Screensaver.

2 Activation timeout: time to automatically show the screensaver after the last

button touch. Range: 11 255 seconds, minutes or hours.
< Time of Day: sets whether to show the current time or not.

& Temperature: sets whether to show the current temperature or not. When

enabled, the following parameter will show up:

0 Takenfrom: defines the sour ce lotérnaltsénsorot e mper at

o r Extérnal referenceo . The 1 atter wlhylelobjetttoitheg a new

project f{Gepeoal] Sgeensdvér - External temperatureo ) SO

that it the device can receive the required values from the bus.

http://www.zennio.com Technical Supportittp://support.zennio.com
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«® Run button action on screensaver exit: sets whether touching a button
while the screensaver is active should cause the execution of the button
action, apart from hiding the screensaver.

2.2.4 LEB& DISPLAY

As anticipated in section 2.2, the integrator can configure the LEDs of the buttons to

make use of the pre-defined brightness levels or of user-defined levels.

To begin with, each LED can commute between two states: off (which not necessarily
means fAno dni(gvht €ah amd necessarily means #Alight

states according to the options explained in ANNEX I. LED lllumination Modes.

Moreover, the LEDs and the display can also commute between two operation modes:
the normal mode and the night mode. The second one is optional. It is provided for
temporary situations and environments where an excess of brightness may disturb the
user. In such cases, it will be possible to switch the mode by means of a one-bit object

and/or a scene object.

Note: a general parameter is provided to make the ETS parameterisation easier in
case the night mode is not required and the integrator feels comfortable with the default
on/off brightness levels.

Regarding the display, it is possible to parameterise a contrast level in parameters. The
integrator can also enable an object to change the display contrast in real time.

ETS PARAMETERISATION

4 GENERAL Normal Mode
CONFIGURATION
LEDs and Display LEDs: OFF Level Brightness 0 %:
PAGES
PAGE 1 LEDs: ON Level Brightness 255 %:
Display: Brightness 10 %l
Night Mode
Display Contrast Level 7 %l
Object for Changing the Contrast Level
Figure 8 General i LEDs & Display config.
http://www.zennio.com Technical Supportittp://support.zennio.com
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Af t er s Edstenoot iflE@s 4diiid Display config.0 ( s e e 22.&),catnéwdatb
will be incorporated into the tree on the left.

The parameters shown in Figure 8 ar e equi valent t Defaultoh o s e f o
configur at i orEDsfndpiaplay comfigedr.

The upper section of this new screen is for the LED brightness configuration while the
lower is for the display brightness configuration.

LED Brightness Levels

Mormal Mode

LEDs: OFF level brightness 0 %
LEDs: ON level brightness 255 %
Display: Brightness 10 %
Night Mode
LEDs: OFF level brightness 1 %
LEDs: ON level brightness 3 %
Display: Brightness 10 %
Brightness Mode Contraol:
Control object: 1-bit
Value [C' = Mormal; 1 = Night vl
Centrol object: Scene Ol
Brightness Mode after ETS download [Narmal - l
Light up when any button is pressed
Length of lighting 10 % x1s,

Figure 9 General i LEDs & Display i LED Brightness.
«® Normal Mode:
i LEDs: OFF level brightness: values between 0 (default) and 255.

U LEDs: ON level brightness: values between 0 and 255 (default).

i Display: Brightness: values between 0 and 10 (default).

http://www.zennio.com Technical Supportittp://support.zennio.com
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«® Night Mode: in case of being this mode necessary, this checkbox needs to

be marked, which will incorporate some new parameters:

U0 LEDs: OFF level brightness: values between 0 and 255 (1 by default).
U LEDs: ON level brightness: values between 0 and 255 (8 by default).

U Display: Brightness: values between 0 and 10 (default).
In case of enabling the night mode, some more options can be configured:

«® Control object: 1 bit: when marked, it will be possible to switch the mode by
writingt o a b i n a[GeneralllLE@Rsc&tDisyg fiBrightness Modeo ) . A
specific drop-down list will show up to select which value should trigger which
mo d e0 =(Ndrmal; 1 = Nightd 6 = Nidht; 1 = Normalo ) .

«® Control object: Scene: when marked, it will be possible to switch the mode
by writing a cer[General] Ssane Rexeive@.! uBwd os gieci f i
textboxes will show up to enter what scenes (1 through 64) will trigger each

mode.

< Idle time to change to Night Mode (O=disabled): when the time set in this
parameter elapses, TMD-Display View will switch to Night Mode (provided
that it was not already in this mode). The range is 0 to 65535 seconds (0 by
default).

«® Brightness Mode after ETS download: sets which of the two modes
(Normaldo  &ightof)  w active afteran ETS Download.

Once either Control object: 1-bit or Control object: scene have been activated, a
new parameter will be shown to allow a temporary transition to normal mode when a

button is pressed during the night mode:

«® Light up when any button is pressed: sets whether pressing on one of the
enabled buttons during the night mode should imply a temporary transition to

normal mode or not.

0 Length of lighting: sets the time (1 to 65535 seconds) the device will
remain in normal mode before switching back to night mode. The default

value is 10 seconds.

http://www.zennio.com Technical Supportittp://support.zennio.com
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Display

Display contrast level 7 %:

Object for changing the contrast level

Figure 10 General i LEDs & Display 1 Display configuration.

«® Display contrast level: value to set the display contrast level, from 1 to 10 (7
by default).

«® Object for changing the contrast level: enables a one-byte object
( [®eneral] Display - Contrastd) t o change the display con

time.

2.2.5 SOUNDS

Apart from the behaviour of the LEDs, it is possible to make TMD-Display View emit a

brief beep as an acoustic feedback in two situations:

«® When a button is pressed: short beep indicating that the user has pressed a
button. This only applies to step controls, i.e., controls that walk through a
certain range of values and that do not send a value after every touch, but

only the final value after the last press.

« When an action has been triggered: sharper beep than the above one,

indicating that a value is being sent to the KNX bus.

Enabling and disabling the button sounds can be done in parameters or through an
object, being also possible to define in parameters whether the button sounds should

be initially enabled or not.

On the other hand, TMD-Display View can also emit the following sounds on request

(through the corresponding communication objects):
«® Doorbell sounds (a single beep),
< Alarm sounds (a sequence of brief beeps with a higher pitch),

The alarm sequence will only stop when the alarm object gets deactivated or when the
user touches any of the buttons (this will not trigger any action, only the alarm

deactivation). Note that doorbell requests are ignored while the alarm is active.

http://www.zennio.com Technical Supportittp://support.zennio.com
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A general parameter is provided to make the ETS parameterisation easier in case the
doorbell and alarm functions are not required and the user feels comfortable with the
default button beeps. On the contrary, customising the button, doorbell and alarm

sounds involves a set of parameters, as explained next.

ETS PARAMETERISATION

In case the default button beep sound matches the requirements of the installation and

the doorbell and al arm f un$ouridseon sp aarraemert cetr i enc et
general Configuration tab (see section 2.2.1) can b eDefsukot. tTohifs wi | | al
imply that the button beeps will be unconditional, as it will not be possible to disable

this function through an object.

On the other hand, if s e t Castmmon, a speci f Boundsoda bwinl al mesdh ofiw u p
the tab tree on the left. The initial configuration of this screen is equivalent to the

aforementioned default option. However, the following parameters will be configurable.

Disable Button Sound

Enable/Disable Button Sound <
Through a 1-bit Object

Value [EI = Disable: 1 = Enable v|

Button Sound After ETS Download [Enabled - |

Chbject for Doorkell
Object for Alarm Bell

Figure 11 General i Sounds.

«® Disable button sound: enables or disables the button and action beeps. If
sound is enabled (default option), the following parameter will also be
available:

i Enable / Disable button sounds through a 1-bit object: makes it
possible to disable / resume the button beeping function in runtime by
writing to a $Qerexl] fSounds o Djsabling buttén

soundo ) .

http://www.zennio.com Technical Supportittp://support.zennio.com
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The values (0 or 1) that will disable / resume it are parameterisable
t hr o Vajueo .i

U Button sound after ETS Download: sets whether the button beeping
function should start up enabled (default option) or disabled after an ETS
downl oad. Thi s ma kEeable/Dssabtes Button fSourtdd e fi

Using 1-BitObjectdo checkbox (see below) is enabl e

«® Object for doorbell: enables or disables the doorbell function. If enabled, a
speci fi c[Gendrgl]eSounds: Boorbelld ) wi || be included
project topology. The value that will trigger the sound (1 or 0) must be set in

Valueo .

«® Object for alarm bell: enables or disables the alarm function. If enabled, a
speci fi dGeoebg] Saunds:(Afarmo ) wi | | be included int
topology. The values (1 or 0) that will trigger the alarm sequence and then

stop it must Vhleeboentered in 0

2.2.6 TOUCH LOCKING

The touch panel of TMD-Display View can be optionally locked and unlocked anytime
by writing a configurable one-bit value to a specific object provided for this purpose. It

can also be done through scene values.

While locked, user presses on the touch buttons will be ignored: no actions will be
performed (and no LEDs will change their states) when the user presses on any of the
controls. However, if configured, a message will be shown on the display for three

seconds if the user touches a button during the lock state.

ETS PARAMETERISATION

Af t er eToach Lackingo($ee section 2.2.1), a new tab will be incorporated into

the tree on the left.

4 GENERAL 1 bit Object
CONFIGURATION _
Touch Locking Seene Object
PAGES
PAGE 1
Figure 12 General - Touch Locking.
http://www.zennio.com Technical Supportittp://support.zennio.com
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The screen contains two non-exclusive checkboxes to select how the touch panel

lock/unlock should be performed:

1 bit object v
Value Q0 = Unlock 1= Lock -
Scene object o
Lock: Scene number 1 E:
Unlack: Scene number 1 E:

Figure 13 General - Touch Locking: Control.
Upon the reception of a one-bit value ( Ifibit objectd ) .

When marked, a specific drop-down list will show up to select which value should
trigger wh0=Unlock;dtiaukd @fic Lobk; 1=Unlockdb) . These value
are to be recei VGederal] bockoTouxido .obj ect A

Upon the reception of a scene value ( $tene objecto ) .

When marked, two specific textboxes will show up to enter the scene numbers (1 - 64)
that should trigger each action. These values are to be received through the general

fiGeneral] Scene: Received0 obj ect .

2.2.7 WELCOME BA@BJIECT

TMD-Display View can send a specific object (the welcome back object) to the KNX
bus when the user presses a touch button after a significant amount of time since the
last press. Sending it or not can also depend on an additional, configurable

condition consisting in the evaluation of up to five binary objects.

Any actions that in normal operation may be executed will not be if the welcome back
object is sent to the bus. Thus, if the user presses a button and this causes the
welcome back object to be sent, the normal action of that button will not be triggered.
On the other hand, if the additional condition is not evaluated to true, the device will

react normally. Hence, the action corresponding to the button touch will be executed.

The welcome back object can consist in a one-bit value or a scene value (or both),

depending on the parameterisation.

http://www.zennio.com Technical Supportittp://support.zennio.com
21


http://www.zennio.com/
http://support.zennio.com/

*Zennio TMD-Display View

ETS PARAMETERISATION

After e Wealbome mBack @bjecto (see X2y minewn tab will be

incorporated into the tree on the left.

This screen contains the following parameters:

o L When the timeout after the last touch has expired, the next touch on any button will
CONFIGURATION send the welcome back parameterized ocbject(s) if all the additional conditions are
Welcome Back fulfilled
PAGES
PAGE1
Timecut (since last touch) 1 %:
[» -]
Additional Condition [No Additional Condition v|

Welcome Back Object (1 bit) &l
Welcome Back Object (Scene) [

Figure 14 General - Welcome Back Object.

«® Timeout (since last touch): sets the minimum time (1 to 255 seconds, 1 to
255 minutes, or 1 to 255 hours) that should elapse after the last button touch

before the next one triggers the execution of the welcome back function.

# Additional Condition: sets if sending the welcome back object should also
depend on an external condi tNo AdditionalT he opt i

Conditiondo. The foll owing are available too:

U Do not send unless all additional conditions are 0: the welcome back

object will only be sent if all the condition objects are found to have the

val ue n00.

U Do not send unless all additional conditions are 1: the welcome back

object will only be sent if all the condition objects are found to have the

val ue n10.

U Do not send unless at least one of the additional conditions is 0O: the

welcome back object will only be sent if at least one of the condition

objectsisfoundtohave the value A0O0.

http://www.zennio.com Technical Supportittp://support.zennio.com
22


http://www.zennio.com/
http://support.zennio.com/

*Zennio TMD-Display View

U Do not send unless at least one of the additional conditions is 1: the

welcome back object will only be sent if at least one of the condition
objects is found to have the value fA10.

«® Welcome Back Object (1 Bit): checkbox to enable the sending of a 1-bit
val ue ( {Gerelll\Yydicome backb) when the welcome bac|
is triggered and the condition (if any) evaluates to true. The desired value (0

or 1) shoul Walue®w. be set i n n

«® Welcome Back Object (Scene): checkbox to enable the sending of a scene
run r eque s fGeneralh Bcenegdendai) when the wel come
function is triggered and the condition (if any) evaluates to true. The desired
scene number (1 through Yadugd.should to be e

Welcome Back Cbject (1 bit)
Value [Send 1 v‘
Welcome Back Object (Scene)
Scene Mumber 1 %I
Figure 15 General - Welcome Back Object - Custom Configuration.
http://www.zennio.com Technical Supportittp://support.zennio.com

23


http://www.zennio.com/
http://support.zennio.com/

*Zennio TMD-Display View

2.3 PAGES

The Pages tab contains a single screen, Configuration.

2.3.1 CONFIGURATION

The Configuration screen under Pages allows enabling/disabling the pages that will be
available on the screen and configuring some general parameters concerning the
buttons and the navigation control.

ETS PARAMETERISATION

GEMNERAL (1] Page 1
1 Fage
4 PAGES
CONFIGURATION (2] Page 2 O
PAGE 1 3] Page 3 ]
[4] Page 4 ]
Configuration Pages
[C] General Configuration [l
[D] Display [
Action of the Pair Buttons [Lef‘t = 0/Cffi/Decr./Down,; Right = 1/0n/Incr/Up. « |
MNavigation Control [Slide - |
Action [Upward = Mext Page; Downward = Previous Page |

Figure 16 Pages i Configuration

«® Page n: checkbox to enable page n. There is one checkbox for each general
purpose page (pages 1 to 4), and two more for the configuration pages:

General Configuration and Display. Page 1 is always enabled.
«® Action of the pair buttons: sets how the two-button controls should behave:

U Left = 0/Off//Decr./Down; Right = 1/0On/Incr./Up,

U Right = 1/On/Incr./Up; Left = 0/Off//Decr./Down,

U0 Every button pair is configured separately, which will incorporate an

additional parameter to the configuration window of each pair control to
allow defining the action of each of the two buttons (unless the function of

the control has been set to AEnumerati ono

http://www.zennio.com Technical Supportittp://support.zennio.com
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«® Navigation Control: sets how the central touch area will perform the

navigation between pages. The available options are:

U Slide: the pages switch by sliding the finger across the central area

between the buttons. The parameter Action sets the navigation direction:

1 Upward = Next Page; Downward = Previous Page.

1 Upward = Previous Page; Downward = Next Page.

U Single button: the pages switch by pressing on the central area between
the buttons. The parameter Action sets the navigation direction:

1 Next Page.
1 Previous Page.

0 Two buttons: the pages change by pressing in the central area between
the buttons. In particular, pressing on the top central area will switch the

pages in one direction while pressing on the bottom area will do it in the

opposite direction. The parameter Action sets the navigation direction:

9 Upper = Previous Page; Lower = Next Page

1 Upper = Next Page; Lower = Previous Page..

http://www.zennio.com Technical Supportittp://support.zennio.com
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2.4 PAGH

When any of the general-purpose pages is enabled from the Configuration screen
under the Menu tab, a new tab named Page n will appear, where n is the number of

the page.

Under this tab, one screen (Configuration) will be initially displayed to let the
integrator enable or disable any of the boxes in the page. Depending on that, more
parameter screens will appear.

Note: figures in this section will show the parameters of a certain page (for instance,

page 1). The parameters for other pages are totally analogous.

2.4.1 CONFIGURATION

TMD-Display View features eight capacitive buttons a t the userds disposa

execution of actions. Each can be configured to perform a different function per page.

} Display

\

Central touch area

Pair A<

Pair B«

_ = } Buttons
Pair C* W |- |

Pair D < ‘ '-—"‘

Figure 17 Touch panel

As Figure 16Figure 17 shows, three areas can be distinguished in the front panel:
«® The buttons, grouped in pairs.
< The display, at the top of the front panel.

® The central touch area, between the two button columns.

http://www.zennio.com Technical Supportittp://support.zennio.com
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All the buttons are identical; this brings a high level of versatility for a wide variety of

applications. The following is a list of the functions that can be assigned to each pair of

buttons.

«® Disabled (none of the two buttons will react to user presses).

«® Pair Buttons (the two buttons will work jointly):

[t B o B xS e B et B et S xS e Y en S xS et R et S et

«® Individual Buttons (each button in the pair will work independently):

(et e B et B et S xS et B e S et S et

c:

Switch.

Switch + Indicator.

Two Objects (Short Press / Long Press).
Counter.

Scaling.

Float.

Enumeration.

Shutter.

Light dimmer.

[Climate] Temperature setpoint.
[Climate] Mode.

[Climate] Fan.

Multimedia

Indicator

Switch.

Two Objects (short press / long press).
Hold & Release.
Scene.

Counter constant.
Scaling constant.
Float constant.
Enumeration.
Dimmer.

Shutter.

Timer.

LED indicator.

http://www.zennio.com
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Apart from the button function itself, the integrator can select the desired behaviour of
the button LEDs. The different illumination modes have been detailed in ANNEX |I.

LED lllumination Modes.

The following sections will detail the involved configuration.

ETS PARAMETERISATION

GEMERAL _
Title
PAGES
4 PAGET
CONFIGURATION
Pair A [Disabled -
Pair B [Disabled -
Pair C [Disabled -
Pair D [Disabled -

Figure 18 Page ni Configuration.

As stated in section 2.1, an independent tab for the parameterisation of the buttons is
shown in ETS by default, initially containing only a sub-tab named Configuration.

One drop-down list with the following options is shown per pair of buttons:
2 Disabled. See section 2.4.2.

«® Pair. Selecting this option brings a new tab to the tree on the left (named

fPair X0 , where X depends on t BR43. button

& Individual. Sel ecting this HBution¥l® & BuwtondX@eckboxes

(where X depends on the button pair), which allow making each of the two

buttons functional or not. Depending on this, up to two new tabs (named

pair).

on

i f

fButtonXno) wi Il Il be included in Rhe tree

Note:i f a button pair is set to fAlndft vi dual

unmar ked, t hat button wil/l behave as
http://www.zennio.com Technical Supportittp://support.zennio.com
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2.4.2 DISABLED

While a button pair stays disabled, none of the two buttons will be functional: touching
them will not cause the execution of actions, nor will make the associated LED light.

ETS PARAMETERISATION

This function has no related parameters.

2.4.3 PAIR
Pair buttons configured to work jointly can be assigned the following control functions:

«® Switch: pressing one of the two buttons will make TMD-Display View send a
binary value to the bus, while pressing on the other will make it send the
inverse binary value. It is possible to configure which one does what.

Un d e rstate-defiendentd L ED i | | u m\NMNEX1. LEDrllunfingtere
Modes), the LED of the corresponding button will remain on/off according to

the current state (on/ off) of t $tae- swi t c h.
dependent (both LEDs)0 LED il Il umination, both of the

the switch is in the fAono estat e, and off w

«® Switch + Indicator: the functionality of the buttons is analogous to that of the
the switch function although it is also possible to define a numerical indicator
(with a configurable type and size), whose value is shown on the display, in

parentheses, next to the name configured for the button pair.

«® Two Objects (Short Press / Long Press): permits sending specific binary

values both after a short or a long press on any of the two buttons (i.e., they

will work as a joint control; for independent buttons, please configure them as

individual). Different objects will be used for the short and long presses.

Mor eover, it i s possi bl e stdta-depeqdantdoa neentde r s ) t
fstate-dependent (both LEDs)0 L ED i | | umi naANNBXn.LEib des ( s e
lllumination Modes) depend on either one object or the other. However, if
fLED Illumination Control (All Buttons)o ( s e23tl) has1been set to

fstate-dependent (where available)o onl vy t he short press o]

considered
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«® Scaling, Counter and Float: user touches over the buttons will trigger the
sending of a certain numerical value to the bus (this value will be
progressively increased or decreased every time the user touches one button
or the other) through the control object.

The display continuously shows the current numeric value. Moreover, it will
reflect the new values as the user interacts with the control, however values

are actually sent to the bus 1.5 seconds after the last press.

T h e staté-dependento a ngtate-dépendent (both LEDs)0 LED
illumination modes are not available for this function (only the fregular6 an d
fdedicated objecto LED il |l uminati on ANAEXel. LED ai | abl e

[lumination Modes for details.

«® Enumeration: pressing the buttons will make TMD-Display View send a one-
byte (unsigned) value to the bus. It is possible to distinguish up to 6 different
values. Successively pressing on the buttons will make TMD-Display View
walk through the different values, displaying on the screen the text associated

to each value.

As the above functions, this type of control provides parameter to link the
control with a box in the display in order to show the current value on the

display. Again, values are sent to the bus 1.5 seconds after the last press.

T h e staté-dependento a ngtate-d@épendent (both LEDs)0 LED

il lumination modes are not aveguldrtabdred for t
fdedicated objecto LED il luminati onANdEXel. lED ai |l abl e)
[llumination Modes for details.

«® Shutter: this option permits making use of the two buttons to control a shutter

actuator connected to the bus. Two alternative control methods are possible:

U Standard: a long press will make the device send to the KNX bus an order
to start moving the shutter (upwards or downwards, depending on the
button), while a short press will make it send a stop order (which will be
interpreted as an order to step up or to step down idepending on the

buttoni if the shutter was not in motion and such function is available).

U Hold & Release: as soon as the button is held, the device will send the

KNX bus an order to start moving the shutter (upwards or downwards,

http://www.zennio.com Technical Supportittp://support.zennio.com
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depending on the button). Once the button is released, it will send an order

to stop the shutter.

T h e staté-dependento a ngtate-d@épendent (both LEDs)0 LED

il lumination modes are not aveguldrtabdred for t
fdedicated objecto L ED i dnlatenavailahle).i See ANNEX |I. LED

lllumination Modes for details.

«® Dimmer: short-pressing one of the two buttons will make TMD-Display View
send a switch-on order to the bus, while doing so on the other button will

make it send a switch-off order.

Long presses will make it send a step dimming order (the value of which is
configurable) to make a dimmer increase or decrease the light level (and a
stop order as soon as the user releases the push button). It is possible to

configure which button does what.

Un d e rstate-defiendentd L ED i | | u m\NMNEX1. LEDrllunfingtere
Modes), the LED of the corresponding button will remain on/off according to

whether the current value of the light level status object (which should be
updated by the actual dimmer) is greater than 0% or not. On the other hand,
und e r stage-defiendent (both LEDs)o LED il luminati on, b «

together will remain on or off depending on such value.

& [Climate] Temperature setpoint: permits controlling the temperature

setpoint of an external thermostat by means of a button pair and the display.

This function can also be linked to a box in the display in order to show the
current setpoint value. The box will reflect the value (in °C) of the status
object, which gets automatically updated after sending control orders (that is,
after pressing the buttons), being even possible to receive values from the
bus, for example, from the corresponding setpoint status object from the

external thermostat.

T h e stat@-dependento a ngtate-digpendent (both LEDs)0 LED
illumination modes are not availa bl e f or t hi s feguhat iaonnd (on | \
fdedicated objectdo LED il 1l uminati on ANAEXel. LED ai | abl e

lllumination Modes for details.
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«® [Climate] Mode: pressing one of the two buttons will make TMD-Display
View send climate mode values to the bus. Two mode control types are
possible: Heat / Cool and Extended (HVAC).

As in previous functions, the current mode is shown in the display.

T h e stat@-dependento a ngtate-d@épendent (both LEDs)0 LED
illumination modes are not available for the Extended mode (only the

fregular0 a watlicafed objecto LED il l umination are ava
Heat / Cool mode all the illumination options are available. See ANNEX 1.

LED lllumination Modes for details.

< [Climate] Fan: pressing one of the two buttons will make TMD-Display View
send a binary value to the bus that allows changing the fan speed (up to five
levels available). This value can be either binary (increase / decrease

orders), scaling (0% - 100%) or enumerated.

Furthermore, it is possible to configure the speed 0 as an additional fan level,
and/or another level to activate the Auto mode.

The order to activate the auto mode can be sent over a one-bit object,
independent from the fan control object, or alternatively consist in the speed
level 0. In the latter case, level 0 will imply triggering the Auto mode.

The three available control types are:

U AL bit (decreasel/increase)o : -bitrva&ues (increase or decrease) will be

sent according to the action configured for each button.

In this case, switching from the current fan level to a non-consecutive level

involves going through each of the intermediate levels.

0 fBcalingod : button presses wil/ make the devi

through the corresponding one-byte object.

Every press will activate the subsequent (or preceding) fan level,
depending on the current one. Therefore, the percentage values sent will
depend on the number of the available levels and on whether the Auto

mode and the speed level O are available or not.
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U fEnumerationo : t his contr ol i s similar to t he

values are sent instead of scaling values.

Table 1 shows the relation between the scaling values and the
enumeration values, depending on the number of speed levels configured
(note that if the Auto mode or the speed level O are allowed one more level
is added, corresponding to value 0).

% Values based on fan levels
Speed Levels 1 2 3 4 5
S 100 50,2 33,3 25,1 20
E 2 = 100 66,7 50,2 40
‘% 3 - - 100 75,3 60
953) 4 - - - 100 80
& 5 - - - - 100

Table 1 Fan levels.

For the scaling and enumeration controls, the object is sent to the bus
slightly delayed, once the desired value has been set by the user. The

current value is continuously shown on the display.

Under state-defiendento LED il luminati on, t he
corresponding button will remain on/off according to the current state of

the fan. On t he ostateelependentn(ubth LEDS)Yd e L E® 0
illumination, both of them will remain on or off while the fan level is greater

than 0 or not , neqlarnd e catditiicafibdyobjecioh el EMD
illumination modes are also available. See ANNEX |. LED lllumination

Modes for details.

«® Multimedia: tapping on one of the two buttons will make TMD-Display View
send a binary value to the bus, while pressing on the other will make it send
the inverse binary value. It is possible to configure which one does what.
Also, this control has a 14-byte object associated, whose value is displayed

on the screen between the icons of the buttons.

Note: after a failure of the KNX bus, any value that may have been received

through the 14-byte object will be lost.
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«® Indicator: in this case, the two push buttons are functionless, although the
display will show the value of an indicator (with a configurable type and size)
on the right size.

ETS PARAMETERISATION

When a button pair has been configurePdirto work

X0) becomes avail abie uhdetrdBubhohbe | eft.
GENERAL
Label
PAGES
4 PAGE1 Function [S\.-.'itch v|
CONFIGURATION
Pair A Action [Left = 0; Right = 1 -
Text for '0
Text for "1
LED MNumination Control [Regular - |
lcan [Regular v|

Figure 19 Buttons - Pair A.
Parameters common to all types of controls are:

& Function: set s t he desired f uBwittho gowitcH o r t he

Indicatoro ,AiTwo objects (short press / long press)o ,Counterd [Scalingo |,

fFloatd ,Enufmerationd ,Shufierd iDimmero ,[Cliniate] Temperature Setpoint0 ,
f{Climate] Modeo  ¢Ctimate] Fang Muitimediad tndicatdra

2 Label: textbox to enter a string (up to 10 characters) which is displayed on
the screen between the icons of the buttons, in order to identify the control.

«® Icon: allows selecting the icon that is drawn on each button on the display.

Please refer to ANNEX Il. Button Icons for a list of available icons.

Depending on the function, some more parameters are shown, as described next.

Pl ease note that in the nfPr]t{X]0p aigse su stehde fgoern etr had

of the communicati on onbtheduattonspair (A 8, el.XOnthke pends

other hand, i P nvid refer to the page number.
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Switch

Label

Function [ Switch - |
Action [LEﬂ: = 0; Right = 1 v|
Text for "0
Text for "1

LED lllumination Centrol [Dedicated Object v|
Object Value [n - Off: 1 = On -

lcon [Regular v|

Figure 20 Pair Buttons 1 Switch.

«® Action: assigns each of the two buttons the valuetobe sent [PiJrough 0
[X] Switchd (whi ch has the Write flag enabl ed,
be updated from external Left®yRigbtel®) andhe op
fLeft=1; Right=00 .

Note: this parameter will remain hidden unless having selected fEvery button
pair_is_configured separatelyd  Action of the pair buttons (see section
2.3.1).

&® Text fandTedxQod fsetsthedtdxitto be displayed between the icons

of the buttons when the values 6 Gidd 6 Ja@ sent, respectively.

2 LED illumination control: sets the behaviour of the LEDs on the buttons.
The opt iRequard Stat@-dependentd ,Statd-dependent (both LEDS)0
a n dDedicated Objecto .

I n case of sel ecti ng[Pnt XeLed @/Gfféer wi t he bebj
included in the project topology and a new parameter to select the value to

switch off and on the LED shows up:

LED Illumination Centrol [Dedicated Object .|

Object Value |0=0Off; 1 = On |

Figure 21 LED illumination control - Dedicated object.
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Switch + Indicator

Label
Function [Switch + Indicator - |
Action [Leﬁ: = 0; Right = 1 v|
Indicator Type [ Counter - |
Size [1 byte -
Signed [
Units
LED lllumination Control [State-dependent - |
lcon [Regular v|

Figure 22 Pair buttons T Switch + Indicator.

& Action: assignseachof the two buttons the[Pnjalue to
[X] Switchd (which has the Write flag enabl ed,
be updated from external Left=®yRigbteld) an@he op
fLeft=1; Right=00 .

Note: this parameter willremain hi dden wunl es sEverabuitong sel ec
pair_is_configured separatelyd  Action of the pair buttons (see section
2.3.1).

«® Indicator Type: sets the type and size of the object that receives the value of

the indicator to be shown on the display. The options are:

U fCountero : t he v al utbroughsthe commuii wvead i orfPnlobj ect i
[X] 1-byte / 2-byte / 4-byte Signed / Unsigned Int Indicatora After

selecting Counter, the following parameters appeatr:

T Size:sets the si zelbadd, 2tbliesd od hyes Signed i

Into

1 Signed: checkbox to set if the values will be signed or unsigned.

1 Units: text that will be displayed next to the indicator to identify the units

of the value. Up to 4 characters are available.
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U fBcalingb: the value is received tPn@Xigh the
1-byte Indicator (Scaling)o

U Aremperatureo : the value iIs received through t

f{Pn] [X] Temperature Indicatora

& LED illumination control: sets the behaviour of the LEDs on the buttons. The
opt i on Requar eStafii-dependento , Staté-dependent (both LEDsS)d and
fDedicated Objecto .

Two Objects (short Press /long press)

Label
Function [TWD Objects (Short Press/Long Press) - |
Action en Short Press [LEﬁ: = 0; Right = 1 v|
Text for "0’
Text for '1'
Action en Long Press [LEﬁ: = 0; Right = 1 v|
Long Press Threshold Time 6 %: ds
LEL: MNumination Control [Dedicated Object v|
Object Value [u - Off: 1= 0On |
lcon [ Regular - |
Figure 23 Pair Buttons - Two Objects (Short Press / Long Press).
& Actiononshortpress: sets the val ue t fPalt[X] Wwol | be se

switches - Short presso0 af t er t fpessessre of the tvehuttons.

U fLeft=0; Right=10 .

U fLeft=1; Right=00 .

Note:t hi s parameter wil/|l remai nEvearybdittben wunl es:
pair_is_configured separatelyd  Action of the pair buttons (see section
2.3.1).
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&® Text fandTexQod fsetsthedtdxito be displayed between the icons

of the buttons wheld tareéresmmeively afterGlioid- and o
pressing them.

& Actiononlongpress: sets the value t HRnj[XwWwad I be se

switches: Long pressd0 af t er t-presses ane of thd tworbgttons.

U fLeft=0; Right=10 .

U flLeft=1; Right=00 .

Note:thispar ameter will remain hi Bergbuttoannl|l ess h:
pair_is_configured separatelyd  Action of the pair buttons (see section
2.3.1).

«® Long press threshold time: sets the minimum time the user should hold the
button in order to consider it a long press. The available range is 5 to 50

tenths of a second, being 6 tenths the default value.

« LED illumination control: analogous to the homonymous parameter for the

Switch functi on (see above). | State-t hi s ca.
dependentd  &tate-dependent (both LEDS)0 br i ngs an additional
fiState Objecto |, to make the state of t he LEDSs ¢cc

fIPn] [X] Two switches: Short press0 Shoit Press Objecto ) or to objec

f{Pn] [X] Two switches: Long pressd L@né Press Objectd ) .

LED illumination contral State-dependent -

State Object Short Press Chject

Short Press Object
Long Press Object

Figure 24 Pair Buttons - Two objects (short press / long press) - LED illumination control.
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Counter
Label
Function [Ccunter - ‘
Action [Left = Decrease; Right = Increase v‘
Size [1 byte v‘
Signed [
Minimurm Value 0 %:
Maximum Value 255 %I
Increment on Short Press 1 %I
Increment on Long Press 10 %:
LED Nlumination Control [Regu]ar - ‘
lcon [Regular - ‘
Figure 25 Pair Buttons i Counter.
«® Action: assigns each of the two buttons the order to be sent:
U Aeft=Decrease; Right=Increaseo .
U ALeft=Increase; Right=Decreaseo .
Note:t hi s parameter wil/l remai nEvarybdittben unl es
pair_is_configured separatelyd  Acation of the pair buttons (see section
2.3.1).
& Size: sets the desirdbtyteédi 2bytesdf. t he object, i

«® Signed: checkbox to set whether the object will be signed or unsigned.
The value ranges depend on the above two parameters:
U 1 byte unsigned: 07 255.
U 1 byte signed: -12871 127.
U 2 bytes unsigned: 07 65535.

0 2 bytes signed: -32768 1 32767.
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& Minimum Value: sets which value from the available range will be the

minimum value permitted by the control.

& Maximum Value: sets which value from the available range will be the

maximum value permitted by the control.

«® Increment on Short Press: sets the increase or decrease to be applied to
the current value on every short press over the increase or decrease buttons,
respectively (i.e., the smaller the increment, the more presses will be

required).

« Increment on Long Press: sets the increase or decrease to be applied to
the current value on every long press over the increase or decrease buttons,
respectively (i.e., the smaller the increment, the more presses will be

required).

«® LED illumination control: analogous to the homonymous parameter for the
previous functions ( see above). I n this cRaglar t he

a n dDedicated Objectod .

The counter values will be sent to the bus through the objects fPn] [X] [size]
Unsigned Int Valued  §Pn] [X] [size] Signed Int Valueo .

Scaling

Label

Function [ Sealing - |
Acticn [LEf‘t = Decrease; Right = Increase v|
Minimum Value 0 %: %
Maximum Value 100 %‘ %
Increment on Short Press 1 %I %
Increment on Long Press 10 %: %

LED Nurmination Control [Regular v|

lcon [Regular v|

Figure 26 Pair Buttons i Scaling.
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«® Action: assigns each of the two buttons the order to be sent:

U fLeft=Decrease; Right=Increaseo .

U fLeft=Increase; Right=Decreaseo .

Note:t hi s parameter wil/l remai nEvary bdittbe n unl es
pair_is _configured separatelyd  Action of the pair buttons (see section
2.3.1).

«® Minimum Value: sets which value from the available range will be the

minimum value permitted by the control. The available range is 0-100.

& Maximum Value: sets which value from the available range will be the

maximum value permitted by the control after. The available range is 0-100.

«® Increment on Short Press: sets the increase or decrease to be applied to
the current value on every short press over the increase or decrease buttons,
respectively (i.e., the smaller the increment, the more presses will be

required). The available range is 0-100.

« Increment on Long Press: sets the increase or decrease to be applied to
the current value on every long press over the increase or decrease buttons,
respectively (i.e., the smaller the increment, the more presses will be
required). The available range is 0-100.

«® LED illumination control: analogous to the homonymous parameter for the
previous functions (see above) Requlanb t hi s c
a n Deditated Objecto .

The percentage values wi I[[An][X]da-bygesSoaingtvalued he bus t
Float
«® Action: assigns each of the two buttons the order to be sent:

U fLeft=Decrease; Right=Increaseo .

U fLeft=Increase; Right=Decreaseo .

Note:t hi s parameter wil/l remai nEvarybdittbe n unl es
pair is configured separatelyd  Action of the pair buttons (see section
2.3.1).
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Label
Function [ Float - |
Action [LEf‘t = Decrease; Right = Increase v|
Minimum Value -671088,625
Maximum Yalue 6707603375
Increment on Short Press 05
Increment on Long Press 1
LED lllumination Contral [Regular T|
lcon [Regular v|

Figure 27 Pair Buttons i Float.

Minimum Value: sets which value from the available range (-671088.625 to
670760.9375) will be the minimum value permitted by the control.

Maximum Value: sets which value from the available range (-671088.625 to
670760.9375) will be the maximum value permitted by the control.

Increment on Short Press: sets the increase or decrease to be applied to
the current value on every short press over the increase or decrease buttons,
respectively (i.e., the smaller the increment, the more presses will be
required). The available range is 0.1 7 670760.93750 (0.5 by default).

Increment on Long Press: sets the increase or decrease to be applied to
the current value on every long press over the increase or decrease buttons,
respectively (i.e., the smaller the increment, the more presses will be
required). The available range is 0.1 7 670760.93750 (1 by default).

LED illumination control: analogous to the homonymous parameter for the

previous functions above) Regulano

a n dDedicated Objecto .

(see

t hi

The values wi

be

s e n [Pn]{X} 2-kdyte Eloab\akieot. hr ou g h
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Enumeration

Lakel
Function Enumeration -
(=]

3
Enums 1 =
(=]
Value 1 a0 =

Text 1

LED lllumination Control [Regular v|
lcon [Regular v|

Figure 28 Pair Buttons i Enumeration.

« # Enums: number of states (up to 6) that will be distinguished. For every
distinguished state, one parameter named Value j will become available, in

order to set the value sent through the communication object.

«® Value j: numerical value (0 7 255) that will be sent through the control object
when the user, after pressing the buttons, sets the control to state j. The

actual sending will not be performed until 1.5 seconds after the last press.

& Text j: text to be displayed between the icons of the buttons, to indicate the

current enumeration value.

«® LED illumination control: analogous to the homonymous parameter for the
previous functions (see above) Requlando t hi s
a n Deditated Objecto .

The valueswillbes ent t o t he bu[®n]{XhEnome@tion®.bj ect 0

Shutter

The move orders wi[Pnl [X]lMeve Sleuttdro ,t hwhoiulgeh thhe st op
wi | | be s dAnt[X]Stop ShuttpdiStepd ( f or St an[®Pre [XUStapy pe) or
Shuttero ( f o r Reldasé tgpe).&

The parameters for this function are:
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Label

Function [Shutter - l
Action [Leﬁ = Downwards; Right = Upwards vl
Type [Standa rd - l

LED lllumination Control [Regular vl

lcon [ Regular - l

Figure 29 Pair Buttons i Shultter.
«® Action: assigns each of the two buttons the order to be sent:

U fLeft=Down; Right=Upo0 .

U flLeft=Up; Right=Downo .

Note: this parameter willremainhi dden wunl ess Ewewybutiom sel ect e
pair_is_configured separatelyd  Acation of the pair buttons (see section
2.3.1).

& Type: setsthe desired behavi ourStanddrddo t loHold Sut t ons,

Released6 (the differences between them have

pages).

«® LED illumination control: analogous to the homonymous parameter for the
previous functions (see above). In this case,theonl y opt Remulago ar e
a n Deditated Objecto .

Dimmer
Label
Function [ Dimmer - l
Action [Leﬂ = Off/Decrease; Right = On/lncrease - l
Dimming Step [1[]0% -
LED lllumination Control [State—dependent - l
lcon [ Regular - l
Figure 30 Pair Buttons i Dimmer.
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The switch order s wi[An][X] hight @néQifd ohii ebeat, gvtile t h e
the increase/decrease orders will be through the [P] [PX] Light Dimmingo  f-kitu r
object.

On t he ot he[Pn] KXpLigtt, Indicadtoed CAchyte object may be linked to the
light level status object of the dimmer (in fact, this object is only intended to receive
values from the bus, not to send them). As explained in 2.4.3, the state-dependent LED
lighting will be determined by the value of this object (LED off at 0% and on at any

other level).
The parameters for this function are:
«® Action: assigns each of the two buttons the order to be sent:

U fLeft=0ff; Right=0n0 .

U fLeft=0n; Right=0ffo .

Note:t hi s parameter wil/l remai nEveary bdittben wunl es
pair_is_configured separatelyd  Acation of the pair buttons (see section
2.3.1).

& Step: defines t he 100%0mBO%H g25%® t, 12.6860 (, 25860 |,
fB.1%0  0lr5%0M) to be sent to the | ight di mme
decrease order.

Note: since dimmers typically do not apply the new light level immediately
(i.e., the step regulation is performed progressively) and since TMD-Display
View sends an order to interrupt the step dimming once the user releases the
button, it is advisable to configure a step of 100%. This way, the user can
perform any dimming step by simply leaving the button pressed and then

releasing it without needing to make successive button presses.

« LED illumination control: analogous to the homonymous parameter for the

ASwitcho and fMTTwo pOlejsesct/s I(osnlg press) o func
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[Climate] Temperature Setpoint
Label
Function [[Climate] Temperature Setpoint - ‘
Action [LEH = Decrease; Right = Increase - ‘
Minimum Value 10 *C
Maximum Value 30 °C
LED Nllumination Control [Regular -
lcon [Regular - ‘
Figure 31 Pair Buttons 1 [Climate] Temperature Setpoint.
«® Action: assigns each of the two buttons the order to be sent:
U fLeft=Decrease; Right=Increaseo .
U flLeft=Increase; Right=Decreaseo .
Note:t hi s parameter wil/l r e mai nEvery biittbe n

pair is configured separatelyo

2.3.1).

< Minimum Value: sets which value from the available range (-273 to
670760.9375; 10 by default) will be the minimum value permitted by the

control.

& Maximum Value: sets which value from the available range (-273 to
670760.9375; 30 by default) will be the maximum value permitted by the

control after.

«® LED illumination control: analogous to the homonymous parameter for the
previous functdi

a n Dedicated Objectod .

The values are

Acation of the pair buttons (see section

ons (see above) Regulano

s e n[Pn] Xp(Climhte) Temperaturehsetpointp h

t

unl

hi
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[Climate] Mode

Label
Function | [Climate] Mode -
Mode Type [Heat.-"CcuoI - l
Text for "‘Cool' Cool
Text for ‘Heat' Heat
LED llumination Control [State—dependent - l
lcon [ Regular - l

Figure 32 Pair Buttons 1 [Climate] Mode.

& ModeType: sets mode Heat/@Gdolo o Extendedde ( HWV AC) .

U fHeat/Coolo : pressing one of the-DisplagVidwutt ons w
send a one-b i t value to the bus (Left=Cool, V &
Al10) .

U fExtendedo : pressing on the t vDsplayViewtwalk s wi | |
through the different HYAC modes and send a one-byte value to the bus
according to the selected mode. Which of the modes should be available

can be set through five specific checkboxes.

Made Type Extended -
Auto
Text for "Auto’ Auto
Heat
Text for "Heat' Heat
Cool
Text for "‘Cool' Cool
Fan
Text for "Fan’ Fan
Dry
Text for "Dry’ Cry

Figure 33 Pair Buttons i [Climate] Mode i Mode Type: Extended.
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& Text f or :dektmispthyed bitween the icons of the buttons to indicate

the current mode.

& LED illumination control: sets the behaviour of the LEDs on the buttons.
The opt iReguaro dStaté-defiendentod ,Staté-dependent (both LEDS)0
a n dDeditated Objecto .

The values will be sent to the bus through objects fPn] [X] (Climate) Modeoo r[Pnii
[X] (Climate) Mode - Extendeda

[Climate] Fan

Label

Function [[Climate] Fan - |
Action [Leﬂ = Decrease; Right = Increase - |
Control Type [1 bit {decrease/fincrease) - |
Spead Levels [2 - |
Cyclical [
Auto Made ]
Allow Speed 0 ]

LED Hlumination Control |tate-ependent -

lcon [Regular - |

Figure 34 Pair Buttons i [Climate] Fan.
«® Action: assigns each of the two buttons the order to be sent:

U fLeft = Decrease; Right = Increaseo .

U fLeft = Increase; Right = Decreaseo0 .

Note: this parameter wil/ r e ma iEmerylouttond en unl e
pair is configured separatelyd  Action of the pair buttons (see section
2.3.1).

# Control Type: sets the type of the communication objects that will control the

fan level.
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U L bit (decrease/increase)o : orders of speed increase/ (
throughtheone-b i t  o[Bn] [X]cFan cbntrol (Type: 1 bit)o .

0 fBcalingo : scaling values arbeyteennfBrtPEntouwigh t

Fan control (Type: scaling)o .

U fEnumerationo : i rnvaluegyaeersent through the one-b yt e o[Bn] ec t fi
[X] Fan control (Type: Enumeration)d When selecting this type of

control the following parameter appears:

1 Text Before Each Level: text displayed, between the icons of the
buttons, preceding the selected level.

For either type of control an indicator object is added to show its value on the
di s p [Pa]yX] Faf Indicatoro .

«# Speed levels: sets how many speed levels will be available in the control. 1

to 5 levels.

«® Cyclical: sets whether scrolling through the speed levels is circular or not. If
checked, an increase order in the maximum level switches to the minimum
and vice versa (in the minimum level a decrease order switches to the

maximum).

& Auto Mode: sets whether the fan Auto mode will be available or not. If

checked, the following parameters are also shown.

0 Text f o:rtextdisplayed ietween the icons of the buttons to indicate

t hat the 6Autod mode has been selected.

Ui Dedicated Object for Auto Mode: sets how the Auto mode should be
activated. In the absence of a dedicated object, the Auto fan mode will be

activated by switching to fan level 0.

Auto Mode o
Text for "Auto’ Auto

Cedicated Object for Auto Mode

Allow Speed 0 (Auto)

Figure 35 Pair Buttons i [Climate] Fan i Auto Mode.
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In this case the fan levels activated by short presses are:

Auto Mode (0)

Minimum

Medium Maximum

On the other hand, marking the checkbox enables the one-b i t

o[Prject A

[X] Fan control i Auto modeo , which wil/l trigger the /
receives the value fA10 (or A0O0, dependin
fivalue to Set the Auto Modeo ) .
Auto Maode e
Text for 'Auto’ Auto
Dedicated Object for Auto Mode el
Walue to Set Auto Made Send 1 to Set Auto Mode -

Long Press to Activate Auto Mode

Figure 36 Pair Buttons i [Climate] Fan i Dedicated Object for Auto Mode.

However, two alternative (and mutually exclusive) methods are possible to

activate this mode:

0 By short press: the Auto mode can be reached as a further level above

the maximum one. In this case the fan levels activated by short presses

are (note that speed 0O is optional):

(0)

Minimum

Medium

Maximum Auto Mode

0 By long press on any of the buttons of the control (requires checking

Long Press to Activate Auto Mode).

A further long press deactivates back the Auto mode and resumes the

previous fan level. Instead, a short press deactivates the Auto mode

and switches to the next level (or previous, depending on the button). In

this case the fan levels reachable through short presses are (speed 0

is optional):

(0)

Minimum

Medium

Maximum

(Here, the Auto mode is only activated by long press).
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«#® Allow speed 0: sets whether the speed level 0 will be present or not. When
the Auto Mode without a dedicated object has been configured, this option

will be necessarily activated.

«® LED illumination control: analogous to the homonymous parameter for the
previous f uncti ons (see above)Reqularbh StatB-opt i ons
dependento ,StatB-dependent (both LEDS)0  a Dedlicafed Objecto .

Multimedia
Label
Function [Multimedia 4 |
Action [LEﬁ = Stop/Backward; Right = Start/Forward - |
lcon [Regular - |

Figure 37 Pair Buttons i Multimedia.

«® Action: assigns each of the two buttons the order to be sent:

U flLeft = Stop/Backward; Right = Start/Forwardo .

U flLeft = Start/Forward; Right = Stop/Backwardo .

Note:t hi s parameter wil/l remai nEvarybdittben wunl es
pair_is_configured separatelyd  Acation of the pair buttons (see section
2.3.1).

The orders will be s en't to the bus {Pn]r[X]ulgoh Multimediaobj ect
Controlo , wthei irldieator values should be received throught h e o PPin]e[X]t i
Multimedia Text Indicatoro .

Indicator
Label
Function [Indicator - |
Indicator Type [Binary - |
Text for "0
Text for '1°
Figure 38 Pair Buttons i Indicator
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«® Indicator Type: sets the type and size of the object that receives the value of

the indicator to be shown on the display. The options are:

U fBinaryo :the value is received through t h e o HRnE BXt Binfary

Indicatoro . When selecting Counter,s:the foll ow

1T Text fand T edx(x 6 f setrthe edt displayed, between the icons
of the buttons, afterr ecei vi ng the value 0606 or the

0 fMCountero : the value is received thPnpugh the
[X] 1-byte/2-byte/4-byte Signed/Unsigned Int Indicatoro . Wh e n

selecting Counter, the following parameters appeatr:

M Size: setsthe desiredsi ze of t 1hbeteo g2bbpfiesa t @ byfes
Signed Into

I Signed: checkbox to set if the allowed values are signed or unsigned.
T Units: text that will be displayed next to the indicator to identify the units

of the value. Up to 4 characters are available.

U fBcalingo : the value i s r[Pd X Lyt Indibatoough t he
(Scaling)dcommunication object.

U fEnumerationo : the value i s r[ent[X]Bnengeratechr ough t
Indicatord communication object. When selecting the type Enumeration,

the following parameters appear:

T Value j: numeric value (07 255) that corresponds to element j.

I Text j: text to be displayed between the icons of the buttons to indicate

that element j is currently selected.

=1

0 fRloatdb: t he value i s fPa]ldqg2-yedloat Indicatorgh t he
object. When selecting the type Float, the following parameter appears:

1 Units: text that will be displayed next to the indicator to identify the units

of the value. Up to 4 characters are available.
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2.4.4 INDIVIDUAL

Buttons configured to work as individual (separate) controls can be assigned any of the

following control functions from the corresponding Button Xn tab:

«® Switch: whenever the user touches the button, a binary value will be sent to
the KNX bus. This value is configurable and may be 0 or 1, or alternate with
every touch according to the sequence 1 A 0A 1A é

Un d e r state-defiendentd L ED i | | umi n atlireman on/¢ffne L ED

according to the current state (on/off) of the object.

«® Two Objects (Short Press / Long Press): specific binary values will be sent
both after a short or a long press (a different object will be used in each
case) . Ustatleedependentdi LED illumination, the LED will remain
on/off according to the current state (on/off) of either one object or the other,
whi ch can be configured i 'ED planrinatior t er s . H
Control (All Buttons)d0 ( see 28.&)cth as b e etate-degendent o A

(where availableo, only the short press object wild.l

< Hold & Release: as soon as the user touches the I
or ilo, & aovili bei sgntito $hé KNX bus. And as long as the user
releases the button, another value (A0O0 or
through the same object.

T h estat@-dependentd LED il lumination mo d e i s not

function.

«® Scene: after the user touches the button, an order to run a specific scene
(configurable) will be sent to the bus. If enabled in parameters, orders to save
the scene can also be sent to the bus after a three-second press on the
but t onstatelddependéntd L ED motdwilablesfor this function.

«® Counter Constant: sends an integer value (configurable) to the bus when
the user touches the button. This value can be one-byte or two-byte sized, as

well as signed or unsigned. The available ranges are shown in Table 2.

T h estat@-dependento LED il lumination mo d e i s ana

Scaling Constant function.

http://www.zennio.com Technical Supportittp://support.zennio.com
53


http://www.zennio.com/
http://support.zennio.com/

*Zennio TMD-Display View

1-byte 2-byte
Unsigned 071 255. 07 65535
Signed -12871 127. -32768 1 32768.

Table 2 Counter Constant values

«® Scaling Constant: sends a percentage value (configurable) to the bus when
the user touches stdieedegendentoo nL EDJnidlelru nai niat i o n
LED will remain on/off depending on whether the current value of the object
matches the one parameterised. This object can also be written from the bus,

which will update the LED according to the new value.

«® Float Constant: sends a two-byte floating point value (configurable) to the
bus when the user touches the button. The available range is -671088.625 to
670760.9375.

T h estat@-dependento LED il lumination mo d e i s ana

Scaling Constant and Counter Constant functions.

«® Enumeration: implements a one-button enumeration control that sends one-
byte (unsigned) values to the KNX bus. This control is completely analogous
to the Enumeration control in pair buttons (see section 2.4.3), however the
object is sent to the bus when the button is pressed (not 1.5 seconds later).

Moreover, in this case there is no option to link it to the display.
T h estaté-dependentdo LED mode is not available for

«® Dimmer: implements a one-button light control that sends orders to the KNX

bus, which can then be executed by light dimmers. These orders consist in:

0 Switch-on / Switch-off orders (on short presses).

U Step dimming orders (on long presses) and the subsequent stop order

once the button is released.

Being a one-button control, the switch orders will alternate (on / off) for
every short press, and so will do the step dimming orders (increase /
decrease) for every long press. However, there are some exceptions to this

alternation:
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U On along press: an increase dimming order will be sent if the light is found

to be off (according to the status object). On the other hand, a decrease
order will be sent if it is found to be 100%.

U On a short press: a switch-on order will be sent if the light is found to be off

(according to the status object). On the other hand, a switch-off order will
be sent if it is found to be on (value greater than 0%).

Note that the device considers that the current light level is the value of a
specific one-byte object provided to be written from the KNX bus (i.e., to
receive feedback from the dimmer). This object is internally updated after a

short or long press, but linking it to the real dimmer status is highly advisable.

Un d e r state-defiendentd L ED i |l Il umi nati on,on/tffhe LED
according to the value of the aforementioned status object (i.e., off when the

value is 0% and on in any other case).

Note: after a bus recovery, the light dimmer should send back the status
object so the control and the LED update their own state, instead of simply

recovering the previous one.

«® Shutter: implements a one-button shutter control that sends orders to the

KNX bus, which can then be executed by an actuator.
Two control types can be configured:

U Standard: the device will react to both long and short presses, being
possible to send the bus the following commands:

1 Move (raise / lower) orders (on long presses).

9 Stop / Step orders (on short presses).

Being a one-button control, the direction of the motion will alternate
(upwards / downwards) for both the move and the step orders after every

long press. However, there are some exceptions to this alternation:

I On a short press: a step-up order will be sent if the last long press

made the shutter move up, or if the current position is found to be

100%. On the other hand, a step-down order will be sent if the last
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long press made the shutter move down or if the current position is
found to be 0%.

1 On along press: a move-up order will be sent if the last short press

caused a step-down order or if the current position is found to be
100%. On the other hand, a move-down order will be sent if the last
short press caused a step-up order or if the current position is found
to be 0%.

As usual in the KNX standard, stop/step orders are interpreted by the
actuators as a request to move the slats one step up or down (in case the
shutter is still) or as a request to interrupt the motion of the shutter (in case

it is already moving up or down).

TMD-Display View is aware of the current position of the shutter through
a specific object which should be linked to the analogous object of the

shutter actuator in order to receive feedback.

Hold & Release: the device will send an order to move the shutter as soon

as the button is touched, and the order to stop it as soon as it is released.
Hence, short or long touches have the same effect: the shutter will remain
in motion as long as the user keeps holding the button.

The direction of this motion (upwards or downwards) will alternate with
every touch, according to the following sequence: downwards A upwards

A downwards A é
However, there are some exceptions to this alternation:

9 If the position of the shutter is found to be 0%, the next order will
lower the shutter.
9 If the position of the shutter is found to be 100%, the next order will

raise the shutter.

TMD-Display View is aware of the current position of the shutter through
a specific object which should be linked to the analogous object of the
shutter actuator, in order to receive feedback. This object is initialised with
value A50%0 after a download or a

required to update it with the real value after the bus recovery.

bus
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T h estaté-dependentd LED il |l umination mode i s not

function.

«® Timer: this function allows sending a binary value (1" or "0") or a scene
command to the KNX bus at a certain time, either as a single sending (one-

time execution), as a periodic sending or after a countdown time.

«® LED indicator: user presses will not trigger any function although the LED

will turn on or off depending on the values received from the bus.

ETS PARAMETERISATION

When an individual button haButtinexadh) emeadd reas a

avail able under AButtonso in the tree on the | ¢
GEMERAL
Label
PAGES
4  PAGE1 Function Switch =
COMFIGURATION
Button Al Action Two Objects (Short Press/Long Press)
Hold & Release
Text for 0" Scene
Counter Constant
Text for '1° Scaling Constant
Float Constant
LED Illlumination Control Erumeration
Dimmer
lcon Shutter
Tirner
LED Indicator

Figure 39 Individual Button.

Parameters common to all types of controls are:

& Function: sets the desired function for the button: fSwitchd , TwofiObjects

(short press / long press)g fHold & Released [Scened flCounter constanto |,

iScal i ng o, fFloat sdnstamtd ,f/Enumerationd ,fDimmerod , Shuftero |,
fiTimeroor fiLED Indicatora

«® Label: text (up to 10 characters) to be displayed to identify the control.

«® Icon: icon to be displayed over each button in the display. For a list of the

available icons, please refer to ANNEX Il. Button Icons.

Depending on the function, some more parameters are involved (as described next).

Please not e t hat i n tAe[Xjlde xts paseas afe a gener al n o
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communication ojp] eeppendwh ®me, tAlB1, b etttcoPpo @A d A
depends on the page number.

Switch
Label
Function [Switch - ‘
Action [Toggle 01 - ‘
Text for '0
Text for 1
LED lllumination Control [Reg.ular - ‘
lcon [Reg.ular - ‘

Figure 40 Individual Button - Switch.

& Action: sets the value to be sedfdRn][Kjo the bt
Switchii ) when the user touches Sdnth@® ,Senéit t on . Th
10 a Thodgle®/10 .

&® Text fandTedxQod fsetsthedtdxidto be displayed between the icons

of the buttons when the values 6006 and 616

& LED illumination control: sets the behaviour of the LEDs on the buttons.
The opt iReguard Saté-defendentd a Dedlicafed Objecto .

I n case of sel ect i ngPnlt[XjgLED ©n/Ofdr ,wit he b@bj ¢
included in the project topology (the desired values to turn on or turn off the
LED are set by the parameter Object Value).

Two Objects (Short Press / Long Press)

«® Action on Short press: sets the value to be senttothe bus ( t hr dRng h i
[Xj] Two switches - Short press0) when t h gresses the buttom. o r t
The opt iSemdDo SeniélonTogdle 0/10 a Semhd 1Abyte Unsigned

Int Valueo . I n case of selecting theadealter, a

will be displayed to enter the desired one-byte value (0 - 255).

0 Text fand T edx0td f sets thé texd to be displayed between the

icons of t he buttons when the values 60606
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Label
Function [Twcu Objects (Short Press/Long Press) - |
Acticn on Short Press [Send 0 - |
Text for '0
Action on Long Press [Send 0 - |
Long Press Threshold Time & %I ds
LED lllumination Control [State—dependent - |
State Object [Shnrt Press Object - |
lcon [Regular - |

Figure 41 Individual Button i Two Objects (short press / long press).

«® Action on Long press: sets the value to bdPnlsent t

[Xj] Two switches - Long press0) when t h-presses ther buttoro n g

The options are the same as for the short press.

« Long Press Threshold Time: sets the minimum time the user should hold
the button in order to consider it a long press. The available range is 5 to 50

tenths of a second, being 5 tenths the default value.

«® LED illumination control: analogous to the homonymous parameter for the
ALED I ndicator o, ASwitchod and AHold &

pages) . The opt i on Regulard , StakBi dependeats e aad e

fDedicated objecto .

Se | e c tState g depéghdentd brings an addi tLED n a l

lllumination State Objectd ,0 make the state of the LED correspond either
t o o b[iPng[Xjl Twd objects - Short presso Shoit Press Objectd ) or t o

0 b j dRn}[Xj]JiTwo objects - Long pressd Lénd Press Objectd ) .
Hold & Release

«® Action on Hold: sets the value to be sentto the bus ( t h [Pa]yXj]Holdi

& Release0) when the user touchesSenhOd hbhudt on.

fSend10 (defaul t) .
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& ActiononRelease: sets the value to be s[Bnjt to t he
[Xj] Hold & Release6) when t he user utdnolpesoptbnsuc hi ng t
ar &endoo (def afehdld . and A

«® LED illumination control: analogous to the homonymous parameter for the
ALED I ndicatoro and ASwitchodo functions (se
ar Reqgfilaro a Dedlicafed objecto .

Label
Function [Hc:.ld & Release - |
Action on Hold [Send 1 - |
Action on Release [Send 0 - |
LED lllumination Control [F{Egular - |
lcon [Regular - |

Figure 42 Individual Button i Hold & Release.
Scene

Label
Function [S-cene - |
Action [Run Scene - |
(=)
Scene Mumber 1 =
LED llluminaticn Control [F{Egular - |
lcon [Regular - |

Figure 43 Individual Button i Scene.

& Action: sets whether the value to[Generalsent t o
Scene: sendd) when t he u $uwon wil awagshe & sceneren
r e q u Rertscefed ) idepending on the length of button pressi a scene
run or s avVvRun (BherRress t Sayefi3s Press) Scened ) .

«® Scene number: number of the scene (17 64) to be sent to the bus, both in

the case of the run requests and the save requests.
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«® LED illumination control: analogous to the homonymous parameter for all
the above functions (see previous pages). The options in this case are
fRequlard , @®editated objecto .

Counter Constant / Scaling Constant / Float Constant

Label
Function [Counter Constant - |
Size [1 byte v
Signed ]
Obiject Value 0 %:
LED lMlumination Control [State—dependent - |
lcon [Regular - |

Figure 44 Individual Button - Scaling Constant.

«® Object Value: sets the value to be sent to the KNX bus when the user
touches the button. The available range and the object through which the

value is sent depends for each as the table below shows.

I n case of selecting Counter GSigav s taanrdt t w
fSignedd ) wi | | be displayed to respecliively d
byte0 @rbyteBd6) and whet her it i wnsigped galug ned val

Depending on that, the range and the name of the object will vary.

Available Values Name of the Object
Scaling o 0 - ,
Constant 0% 1 100% [Pn] [X]j] 1-byte Scaling Value
07 255 [Pn] [X]] 1-byte Unsigned Int Value
Constant 0i 65535 [Pn] [Xj] 2-byte Unsigned Int Value
-32768 1 32767 [Pn] [X]] 2-byte Signed Int Value
-671088.64 1 .
Float Constant 670760.96 [Pn] [X]] 2-byte Float Value

Table 3 Constanti Object Value
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«® LED illumination control: analogous to the homonymous parameter for all
the above functions (see previous pages). The options in this case are
fRequlard ,Statd dependentd a Dedlicafed objecto .

Enumeration

Label
Function Enumeration -
# Enums 1 %:
Value 1 0 %:
Text 1
LED lllumination Contral [F‘.Eg.ular - |
lcon [F‘.Eg.ular - |

Figure 45 Individual Buttons i Enumeration.

This control is completely analogous to the Enumeration control in pair-button controls
(see section 2.4.3), but without the parameter to link the control to the display (in this
case, the value is sent to the bus when the button is pressed).

& # Enums: number of states (up to 6) that will be distinguished. For every
distinguished state, one parameter Value j and Text j will become available,

in order to set the value sent through the communication object.

& Value j: numerical value (07 255) t hat wil |l be sfnht throu
[Xj] Enumeration0 when the user, after pressing th

box to state j.

« Text j: text to be displayed, between the icons of the buttons, to indicate the

selected enumeration value.

« LED illumination control: analogous to the homonymous parameter for all
the previous functions (see previous pages). The options in this case are

fReqular0  a Dedlicafed objecto .
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Dimmer
Label
Function [Dimmer - |
Dimming Step | 100% -
LED llluminaticn Control [State—dependent - |
lcen [Regular - |

Figure 46 Individual Button - Dimmer.

The (alternating) switch [@m]@XdcLight@niOffé dite sent t
object, while the (alternating) increase/decrease/stop orders will be through t h ¢Pn]A
[Xj] Light Dimmingd  f-hit abject.

On t he ot he[Pn][Xalght Indicdtad A chyte object may be linked to the
light level status object of the dimmer (in fact, this object is only intended to receive
values from the bus, not to send them). As explained in 2.4.4, the state-dependent LED
lighting will be determined by the value of this object (LED off at 0% and on at any

other level).
The parameters for this function are:

& Step: defines the 100%0mB0 R25% t, 125860 (, §i25560 ,
B.1%0 d.b%oN t o be s nltX]Light Dimmiggdo )i t o t he | i gl

dimmer with every long press.

Note: since dimmers typically do not apply the new light level immediately
(i.e., the step is performed progressively) and since TMD-Display View sends
an order to interrupt the step dimming once the user releases the button, it is
advisable to configure a step of 100%. This way, the user can perform any
dimming step by simply leaving the button pressed and then releasing it,

without needing to make successive button presses.

« LED illumination control: analogous to the homonymous parameter for all
the above functions (see previous pages). The options in this case are

fRegulard ,Staté dependentd a Dedlicafed objecto .
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Shutter

Label

Function [Shutter - |

Type [Standard ]
LED llluminaticn Contral [F{Egular - |
lcon [Reg.ular - |
Figure 47 Individual Button - Shutter.

The (alternating) move up/ down [Pol[XEMse wi | | be

Shutter (Toogle Direction)oone-bit object, while the (alternating) step up/down orders
wi || be t[Pn] g $tdp Shutter/Stepd  ohit ebject.

Additionally, aone-b y t e o [Pii] £Xgd BhuttefiPositiond) i s provi ded to | i
position status object of the shutter actuator (in fact, this object is only intended to
receive values from the bus, not to send them). As explained in [, the alternation of the
move up/down and the step up/down requests will be conditioned to these statuses, to

prevent sending ineffective requests.
The parameters for this function are:

& Type: sets the des iStaeddrdoc odiold gidRéleaded/ ,p e wh ific h
have been described in section 2.4.4.

«® LED illumination control: analogous to the homonymous parameter for all
the previous functions (see previous pages). The options in this case are

fRequlard a Dedlicafed objecto .

Timer
Lakel
Function lTimer - |
Action |send 0 -
Timer type lWithcut Repetiticn - |
leen lReguIar T |
Figure 48 Individual Buttons i Timer.
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«® Action: sets the value to send to the bus when the configured time elapses.
The opt iSemloo Bandlofi a Bethd Stened6. The binary val ud
sent throughthe 1-b i t o[bR re]lc t [ Xj ] Ti med, Clouwmtt riohe £Oend

values through t he [Rng[XleScene Recaiveih.e obj ect 0

& Timer type: sets the timer type.

U fWithout Repetitiond The parameterised value ("0", "1" or a scene) will be

sent once through the corresponding object.

U fPeriodico The parameterised value ("0", 1"

through the corresponding object.

0 Mountdownd The parameteri sed cenad Wilhke sgnt' 0" , i

through the corresponding object once the countdown expires.

The values are sent when the user enables the timer and sets when the
sending must take place. This can be done by short pressing the
corresponding button (each press switches the state: disabled/enabled) or by
sending the value "1" through the "[Px][By] Enable Timer" object. If the timer
has been enabled, the timer label and the trigger time will flash on the screen.
Besides, the LED of the button will stay on. If the timer is disabled, just the
name of the button will be shown, while the associated LED stays off. The
same applies to the countdown timers, although the time is shown preceded
by the "-" sign, thus indicating that it is a decreasing value.

Once enabled, it is necessary to set the time (or the countdown interval) for
the sending. This is done from the device itself by long-pressing on the button
(in the case of the countdown, the button can also be short-pressed). Then a
virtual clock shows up in order to set the desired time by making use of the

arrow buttons. To confirm the selection, just short press on the central area.

LED Indicator

Lakel
Function [LED ladicator -
LED lllumination Control Object Value [U = 0ff: 1 = On v|
Figure 49 Individual Buttons i Timer.
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«® LED Illumination Control Object Value: sets the value to switch off and
switch on the LED=Ofh=20On0op OfOnfilk=0dda.e: 0
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2.5 CONFIGURATION PAGES

When marking the checkbox corresponding to one of the configuration pages in the

Configuration screen under the Pages tab, a new tab is added on the menu on the left.

2.5.1 GENERAL CONFIGURAITIO

From this ETS window it is possible to enable and to assign a name to certain

parameters of TMD-Display View adjustable by the end user at runtime, from the

Configuration page.

ETS PARAMETERISATION

GEMERAL

PAGES

PAGE 1
4 CONFIGU

General Configuration

Title
Time 1-‘
RATION PAGES Label

Programming LED

Reset

Figure 50 Configuration pages i General Configuration.

Title: a text string of up to 10 characters that identifies the General
Configuration page and that will be shown in the upper left side of the display

when accessing this page.

Label: textbox to enter the string (up to 10 characters) that is displayed on

the screen next to the button, in order to identify the control.

Time: allows setting the time of the clock (with format "hh:mm™). To do so,
please press on the corresponding button and make use of the arrow buttons
(long presses cause ten-minute steps, while short presses imply one-minute

steps). To confirm, just press on the central area between the buttons.

Note: bus power failures may introduce delays, as the internal clock needs
power to work. In such case, the clock should be set to the correct time once

the bus power returns.

Programming LED: when the physical address of the device needs to be
downloaded, it is possible to enter the programming mode directly by short-

pressing this button. This feature overcomes the need for accessing the rear
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side of the panel to physically press the programming button. While the
programming mode is active, the LED associated to this button in the
Configuration page will stay on. To leave the programming mode, just short-
press this button again (the programming LED and the button LED will be
switched off).

«® Reset: a long press of at least 3 seconds reset all the stored values and set

TMD-Display View to the initial state it had after the last download performed.

2.5.2 DISPLAY
GEMERAL )
Title
PAGES
PAGE 1 Brightness (Normal Mode)
4  CONFIGURATION PAGES Brightness (Night Mode)
Display ) o .

Contrast
Figure 51 Configuration pages i Display.

2 Title: a text string of up to 10 characters that identifies the Display page and
that will be shown in the left upper side of the display when accessing this
page.

«® Label: textbox to enter the string (up to 10 characters) that is displayed on

the screen next to the button, in order to identify the control.

«® Brightness (Normal Mode): allows setting the display brightness level for
the normal mode (values from 1 to 10). Press the button corresponding to the

brightness and simply make use of the arrow buttons to modify this level.

< Brightness (Night Mode): analogous to the above one, but referred to the
night mode. This parameter is only available after enabling the night mode in
the LEDs and Display tab (see section 2.2.4).

«® Contrast: allows setting the display contrast level (values from 1 to 10).
Press the button corresponding to the Contrast and simply make use of the

arrow buttons to modify this level.
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2.6 INPUTS

TMD-Display View incorporates two analogue/digital inputs, each configurable as a:
«® Binary Input, for the connection of a pushbutton or a switch/sensor.

& Temperature Probe, for the connection of a temperature sensor from

Zennio.

«® Motion Detector, for the connection of a motion detector (models ZN1lO-
DETEC-P and ZN1IO-DETEC-X from Zennio).

Important: older models of the Zennio motion detector (e.g., ZN1IO-DETEC
and ZN1IO-DETEC-N) will not work properly with TMD-Display View.

ETS PARAMETERISATION

When Inputs has been activated in the General parameters screen, the following drop-

lists will be available for the selection of the specific functions required.

GEMERAL
PAGES
PAGE 1
4 INPUTS
CONFIGURATION

Input 1 [Dis-abled -

Input 2 [Dis-abled v|

Figure 52. Inputs - Configuration

All inputs are disabled by default. Depending on the function selected for each input,

additional tabs will be included in the menu on the left.

2.6.1 BINARY INPUT

Pl ease refer to t heinarpleputsd,i cawaielra bridigplapgrd tihe T

View section, at the Zennio website (www.zennio.com).

2.6.2 TEMPERATURE PROBE

Pl ease refer to t heTenspprateré Probeg avadable in tmaTMD-a | i

Display View section, at the Zennio website (www.zennio.com)..
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2.6.3 MOTION DETECTOR

It is possible to connect motion detectors (models ZN1IO-DETEC-P and ZN1IO-
DETEC-X from Zennio) to the input ports of TMD-Display View.

Pl ease refer t o t he MatigneDetiedtaroc, uasveari |marteali nAi t h

Display View section, at the Zennio website (www.zennio.com).

Notes:

«® This device does not include luminosity measurement capabilities (only
motion detection). Therefore, the two models mentioned offer equivalent

functionality when connected to this device

«® Motion detectors with references ZN1IO-DETEC and ZN1IO-DETEC-N are
not compatible with TMD-Display View (may report inaccurate

measurements if connected to this device).

« When connected to TMD-Display View, the rear micro-switch of model
ZN1IO-DETEC-P should be set to position AiType Ba
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2.7 THERMOSTAT

TMD-Display View implements one Zennio thermostat which can be enabled and fully

customised.

For details please refer to the specific manual iZennio Thermostato available in the

TMD-Display View section at the Zennio homepage (www.zennio.com).
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ANNEX.ILED ILLUMINATION M@&B

The central LED indicator of every button, by default (in most functions), will turn on for
a brief instant whenever the button is touched. This behaviour is referred to as the
fRegular llluminationo .

However, in most cases it is possible to assign different behaviours to the LEDs. Which
options are available will depend on the function parameterised for the button, but will

always include some of the following:

«® Regular Illlumination: the LED will light for an instant once the button is

touched.

< State-Dependent lllumination: the LED will or will not light, depending on
the value of the communication object that corresponds to the function
implemented by the button. The exact correspondence between the different
values of the object and the different states of the LED may be slightly

different from one type of control to another, and is detailed for each function.

2 State-Dependent lllumination (both LEDs): only applies to buttons
configured as pair controls. The two LEDs of the control will light or not,
depending on the value of the related object and on the particular control type
parameterised for that pair of buttons. The only difference compared to the
previous case is that, under fAboth LEDsO,

on simultaneously, as if it were a unique indicator consisting of two LEDs.

«® Dedicated Object: the LED will light or not dependingont he value (fA00

Anlo, configurable) of a binary, independe
control s, the value A00 willl make one of t
of ), while the value Al1lo wil!/ make them s

Note:
Regarding the LEDs, it is interesting to distinguish the following cases:

2 Disabled button: the LED will remain off, and the button will have no function.

& Button confi gur ed LEDsIndidatom d if wintheibuttodmwilwi t h A

still have no function. The LED may be turned on/off through a binary object.
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2 Button configured as any other control type: the behaviour of the LED will be

configurable according to the following table (being also possible to leave it
turned off).

State-dep. Dedicated
(both LEDs) object

v v
v v
v v

Regular | State-dep.

Switch
Switch + Indicator

Two Obijects

Counter

Scaling
Float

Enumeration
PAIR Shutter
Dimmer

[Climate]
Temperature

[Climate] Mode

[Climate] Fan

ANANENEANANANANANANANANAN
ANANENEANANANANANANANANAN

ANAN
ANAN

Multimedia

Indicator

Binary

ANAN

Two Obijects
Hold & Rel.
Scene

Constants

INDIVIDUAL :
Enumeration

Dimmer
Shutter

ANANASANAYASASAY

Timer
LED Indicator - - -

<
ANEEAYVAYAYANANANANAY

Table 4 Functions vs. LED lllumination Options.

Although the behaviour of the LEDs can be configured independently for each control
(see section 2.3.1), it is also possible to define a general behaviour for all of them
thus not being then necessary to configure the same option multiple times. In case of

opting for a general configuration, the options are:
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«® Regular lllumination.

& State-Dependent (when available). Functions -delpemeleinsdat &

not available will use the regular illumination.

# State-Dependent (when available) (both LEDs). Functions- where i

dependent 0 i wiluwsethe regwiaa illumiaaiidn.e

«® Dedicated Object. One binary communication object per control will be
included in the project topology so that the LED of every control turns on/off

depending on its own object.

ETS PARAMETERISATION

For details on the parameterisation of the LED illumination modes please refer to the
pages that cover the specific function being assigned to the button (section 2.4).
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ANNEXIIBUTTON ICONS

Icons for individual buttons:

Name

o
o
=]

Default

Off

On

0

1

Minus

Plus

Down

Up

Left

Right

Stop

Play

[l =) el B ) ) L ) =

Icons for pair buttons: they are similar to those for the individual buttons; however

they are grouped into pairs. The one on the left will be shown on the left button of the

pair, while the one on the right will be drawn on the right button.

Name Icon
Default ==
Off/On [God | A |
0/1 o]
Minus/Plus =1E]
Down/Up [ (]
Left/Right A A
Stop/Play i
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